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Featuring WinAlign ® Software
For Jaguar and Land Rover

™

Alignment



The fixed-column standard configuration HS401FCJLR 
fits most service bay applications.*

The HS401WM can be mounted to the wall 
or ceiling. When the ceiling-mount is paired 
with the RX-P Pit In-Ground Scissor Lift, the 
combination is ideal for drive-through service 
bays handling vehicles with minimum ground 
clearance.*

HS401LCJLR provides a vertical camera lift to achieve 
additional lift height or to work with the vehicle lowered 
to the floor.*

* Sensors shown with optional console and lift.

HawkEye™ Sensor Configurations



WA200 Cabinet Configurations and Technical Specifications

WA244JLR

WA224 WA223

Large premium
cabinet with 26” 
widescreen LCD
monitor.  
Approximately
measures 71”H X 
35”W X 29”D (with 
monitor).

WA243JLR
Large premium 
cabinet with 
20” widescreen 
LCD monitor.  
Approximately 
measures 70”H X 
35”W X 29”D (with 
monitor).

Column-mount
cabinet with
26” widescreen 
LCD monitor.  
Approximately
measures 43-1/2”H 
X 30-1/2”W X 24”D 
(with monitor).

Column-mount 
cabinet with 
20” widescreen 
LCD monitor.  
Approximately 
measures 
42-1/2”H X 
30-1/2”W X 24”D 
(with monitor).

WA200 Specifications
n   Intel® Core 2 Duo Processor –
 1.8 GHz (or greater)
n  2 GB RAM DDR2
n   80.0 GB SATA Hard Disk Drive
 (or greater)
n  DVD/CD-RW Drive
n  USB 2.0 (2 Front Side USB Ports)
n  Windows® VISTA - Business
n  HP Color Printer

n  Network Module
n  Wireless Network Module
n  Power Line Filter
n  Certified iShop compliant
n  Certified ASANET compliant
n  WinAlign® software
n  2 years free VID update
n   2 years free subscription 

WebSpecs® database

n  1 year subscription
 UndercarInfo.net
n  1 year subscription
 ShopResults.net® service
n  Digital Photo Option
n  Digital Video Option
n  AlignGuide® training option
n  WinAlign Tuner™ application



For detailed information on models, cabinets and accessories, contact your Hunter representative.

WinAlign® software upgrades may require additional and/or upgraded hardware. Because of continuing 
technological advancements, specifications, models and options are subject to change without notice.

11250 Hunter Drive, Bridgeton, MO 63044 
1-314-731-3020 • FAX: 1-314-731-0132
e-mail:  international@hunter.com

Visit our Website: www.hunter.com 
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WA100 Cabinet Configurations and Technical Specifications

WA100
Specifications
n   Intel® Pentium Dual-Core Processor–
 1.6 GHz (or greater)
n  1 GB RAM DDR2
n   80.0 GB SATA Hard Disk Drive
 (or greater)
n  DVD/CD-RW Drive
n  USB 2.0 (2 Front Side USB Ports)
n  Windows® VISTA - Basic
n  Network Module
n  Certified iShop compliant
n  Certified ASANET compliant
n  WinAlign® software
n  2 years free VID update

WA142JLR

WA122

WA141JLR
Large cabinet 
with 19” LCD flat 
panel monitor.  
Approximately 
measures 70”H 
X 35”W X 29”D 
(with monitor).

Large cabinet 
with 17” LCD flat 
panel monitor.  
Approximately 
measures 69”H 
X 35”W X 29”D 
(with monitor).

Column/wall-
mounted cabinet 
with 19” LCD flat 
panel monitor.  
Approximately
measures
42-1/2”H X 
30-1/2”W X 24”D 
(with monitor).


